The table shows available dimensions for direct order including the maximum length (mm)

- Some restrictions, contact your local sales representative for more information
- Only 1650 mm width, mill edges -0/+70 mm. Other dimensions must be approved by product manager Harox®
- For thermally cut edges, contact local sales force

<table>
<thead>
<tr>
<th>Width (mm)</th>
<th>1000-</th>
<th>1201-</th>
<th>1400-</th>
<th>1600-</th>
<th>1800-</th>
<th>2000-</th>
<th>2200-</th>
<th>2400-</th>
<th>2600-</th>
<th>2800-</th>
<th>3000-</th>
<th>3200-</th>
<th>3300-</th>
<th>3301-</th>
</tr>
</thead>
<tbody>
<tr>
<td>Thickness (mm)</td>
<td>1350</td>
<td>1500</td>
<td>1600</td>
<td>1700</td>
<td>1800</td>
<td>1900</td>
<td>2000</td>
<td>2100</td>
<td>2200</td>
<td>2300</td>
<td>2400</td>
<td>2500</td>
<td>2600</td>
<td>2700</td>
</tr>
</tbody>
</table>

Minimum length: 2000 mm
Minimum quantities:
Thickness: Minimum position weight:
3.0-6.0: 2.5 tons
6.1-100.0: 3.5 tons
100.1-120.0: 4.0 tons
120.1+: 5.0 tons